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FLEXSTONE

Front 

Back

Formaldehyde

Bendable Radius

Slip Class

Thickness (mm)

Weight per/ sqm

Temperature Limit (IS-2046)

Thermal Expansion (IS-2046)

Density (IS: 1286-1989)

Fire Behaviour (IS:15061)

Water Absorption (ATM C-121)

Avg Abrasion (IS: 9162-1979)

Glassfibre with polyster resin

Stone veneers are formaldehyde free

Approx 5 cm

R10 Slip Resistnace

1.5 to 2.5

3.3 - 6.0 Lbs

-58/+248 F or 120 C

0.5-0.8 mm in 194  F or 90 C

1.50kg/sqm approx

Fire retardant 142.4 mm

2.5% in case of unsealed surface

0.70 mm

Real Stone

SPECIFICATION



Protocol, as per method EN-71 PT-3-1995 for safety of toys (Migration
of Certain Elements Method)

*Larger(2600*1200,2400*1200) and Smaller(30*30), bespoke sizes available.

STORAGE - Thin Flexible Stone Veneer sheets should be stored face-up in a
cool, dry area and in a completely supported flat position. Do not store on
edge or coiled

STANDARD SHEET SIZE – 1220*610 mm / 4*2 ft / 48*24 inches

NOTE: THE SAMPLE CONFORMS TO REQUIREMENT OF EN-PT-3+A, :2000

REQUIREMENT  (MG/KG) MAX RESULT  (MG/KG) MAXELEMENTS

ANTIMONY (Sb)

ARSENIC (As)

BARIUM (Ba)

CADMIUM (Cd

CHROMIUM (Cr)

LEAD (Pb)

MERCURY (Hg)

SELENIUM (Se)

25

1000

75

60

90

60

500

60

<5.0

10.0

<5.0

<5.0

12.0

<5.0

<5.0

<5.0

TOXIC ELEMENTS (EN-71 PART-3)



UVTRANS

Front 

Back

Formaldehyde

Bendable Radius

Slip Class

Thickness (mm)

Weight per/ sqm

Temperature Limit (IS-2046)

Thermal Expansion ( IS-2046 )

Density (IS: 1286-1989)

Fire Behaviour (IS:15061)

Water Absorption (ATM C-121)

Avg Abrasion (IS: 9162-1979)

Natural polyester with a glass fibre

Stone veneers are formaldehyde free

Approx 10 cm

Slip Resistnace R10 

1.5 to 2.5

3.7 - 6.6 Lbs

-58/+248 F or 120 C

0.5-0.8 mm in 194  F or 90 C

1.50kg/sqm

Fire retardant 142.4 mm

2.5% in case of unsealed surface

0.70 mm

Real Stone

SPECIFICATION

*Larger(2600*1200,2400*1200) and Smaller(30*30), bespoke sizes available

STORAGE - Thin Flexible Stone Veneer sheets should be stored face-up in a
cool, dry area & in a completely supported flat position. Do not store on edge
or coiled.

STANDARD SHEET SIZE – 1220*610 mm / 4*2 ft / 48*24 inches



UVTRAFINE

Front 

Back

Formaldehyde

Flixibility

Thickness (mm)

Weight per/ sqm

Processing Temperature  (IS-2046)

Temperature Limit ( IS-2046 )

Density (IS: 1286-1989)

Fleece backing reingorced with water jet
hardened fabric
Stone veneers are formaldehyde free

3D Formable by heat

0.3 to 0.8

1.75 Lbs

10 C to 35 C recommended

80 C

1.50kg/sqm

Real Stone

SPECIFICATION

*Larger(2600*1200,2400*1200) and Smaller(30*30), bespoke sizes available

STORAGE - Thin Flexible Stone Veneer sheets should be stored face-up in a
cool, dry area and in a completely supported flat position. Do not store on
edge or coiled

STANDARD SHEET SIZE – 1220*610 mm / 4*2 ft / 48*24 inches



FLEXBETON AND METTALIC

Front 

Back

Thickness

Weight per/ sqm

Temperature Limit ( IS-2046 )

Thermal Expansion (IS-2046)

Density (IS:1286-1989)

Processing Temperature

Wet Area

Fiberglass

1.5 to 2.0

3.9-6.6 Lbs

-58/+248 F

1.75 Lbs

1.50 kg/sqm approx

10 C to 35 C recommended

Not suitable

Coloured resin with concrete ; (mettalic) coat
of metal pigmented paint 

SPECIFICATION

*Larger(2400*1200) and Smaller(30*30), bespoke sizes available

STORAGE - Thin Flexible Stone Veneer sheets should be stored face-up in a
cool, dry area and in a completely supported flat position. Do not store on
edge or coiled

STANDARD SHEET SIZE – 1220*610 mm / 4*2 ft / 48*24 inches




